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Vergunning 
 
Vermilion heeft een omgevingsvergunning voor het in werking hebben van waterinjectielocatie 
Nijensleek-1. Deze vergunning dateert van 10 februari-2010 (kenmerk ET/EM/10012816). Onderdeel 
van de vergunning is een Ontheffing lozingenbesluit (GS Drenthe) van 09 februari 2010 (kenmerk 
DO/2010002316). 
 
Op 23 juli 2015 heeft de Minister van Economische Zaken een milieu neutrale wijziging van deze 
omgevingsvergunning verleend onder kenmerk DGETM-EM/15102502. Op 8 januari 2016 is met een 
beslissing op bezwaar deze vergunning aangepast (kenmerk WJZ / 15167951). Op 23 augustus 2022 
is de vergunning milieuneutraal gewijzigd (kenmerk PDGGO-DTDO / V-28176). 
 
In de voorschriften behorende bij deze vergunning is opgenomen dat de meet en registratie 
verplichtingen jaarlijks worden geëvalueerd en in de vorm van een jaarrapportage worden ingediend. 
Dit rapport is een samenvatting van de activiteiten in kalenderjaar 2022. 
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Volumes geïnjecteerd water 
 
Nadat de waterinjectie in 2021 had stilgelegen, is de waterinjectie in 2022 weer opgestart. Gedurende 
het jaar 2022 is productiewater geïnjecteerd in de put Nijensleek-01 (NSL-01). 
 
Tabel 1 is een lijst met de jaarlijkse hoeveelheid geïnjecteerd water in NSL-01 sinds de start van de 
waterinjectie in 2011. 
 

Tabel 1: Jaarlijks geïnjecteerde hoeveelheid water in NSL-01. 

Jaar Geïnjecteerd volume [in m3] 

2011 13314 

2012 3654 

2013 2006 

2014 7640 

2015 12434 

2016 5750 

2017 1400 

2018 0 

2019 5035 

2020 6038 

2021 0 

2022 6038 

Totaal 63309 
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Afwijkingen in injectiedrukken 
 
Figuur 1 is een overzicht van de injectiedrukken in NSL-01 in het jaar 2022. 
 
Er zijn geen bijzonderheden. De maximale druk was 5 barg tijdens injectie. Dit is ver onder de limiet 
van 32.6 barg. 
 

 
Figuur 1: Overzicht NSL-01 injectiedrukken in 2022. 
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Afwijkingen in annulaire drukken 
 
De druksensor op de A-annulus wordt continu afgelezen. Figuur 2 laat de data voor het jaar 2022 zien. 
De druk bouwt op en neemt af. Reden is dat tijdens waterinjectie de vloeistof in de A-annulus afkoelt, 
daardoor een klein beetje krimpt in volume waardoor de positieve druk op de A-annulus afneemt. De 
temperatuur van de vloeistof in de A-annulus neemt weer langzaam toe nadat injectie is gestopt. 
Hierdoor zet de vloeistof weer iets uit waardoor de A-annulus druk weer langzaam toeneemt. Dit is een 
normaal fysisch proces. Er is geen afwijking in de A-annulus druk geconstateerd. 
 

 
Figuur 2: NSL-01 A-annulus drukken in het jaar 2022. 
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De druk van de B-annulus wordt regelmatig genoteerd tijdens routine rondes. Alle waarnemingen uit 
2022 zijn in Figuur 3 weergegeven. Er zijn geen bijzonderheden geconstateerd. 
 

 
Figuur 3: NSL-01 B-annulus drukken in het jaar 2022. 
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Mechanische zaken en onderhoud 
 
Er zijn verschillende preventieve onderhoudstaken uitgevoerd in 2022. 
 
Op 24 september 2022 is er een ‘straub’ koppeling geplaatst op de injectieleiding tussen de 
injectiepomp en de injectieput en is er een zijtak van de injectie leiding verwijderd en afgesloten 
vanwege lekkage. 
 
Op 2 december 2022 is de gehele injectieleiding vervangen door een leiding van hoogwaardig staal 
(duplex). Deze nieuwe injectieleiding is in gebruik genomen na een succesvolle druktest. 
 
Op de volgende pagina worden de details van de lekkage beschreven. 
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Incidenten of lekkages 
 
De volgende lekkage heeft plaatsgevonden in 2022: 
 
Op 23 september 2022 is een klein gaatje (pinhole) in de injectieleiding ontdekt tussen de injectiepomp 
en de put, waaruit injectiewater heeft gelekt. Het gaatje is veroorzaakt door corrosie. 
 
Het gelekte injectiewater is opgevangen op de vloeistofkerende vloer met opstaande rand (bund) en 
van daaruit direct terug in de ondergrondse injectiewater opslagbak gestroomd. Door de 
vloeistofkerende vloer ter plaatse is geen injectiewater in het oppervlaktewater terecht gekomen of in 
de bodem gedrongen. De waterinjectie is direct stopgezet na het opmerken van de lekkage. 
 
Eén dag later is een zogenaamde ‘straub’ koppeling geplaatst om het gaatje te dichten en is een 
druktest uitgevoerd. Tijdens deze druktest is een tweede gaatje (pinhole) gevonden in een zijtak van 
de injectieleiding die niet in gebruik was maar wel direct in verbinding stond met de hoofdleiding. Ook 
het injectiewater dat hieruit is gelekt is opgevangen op de vloeistofkerende vloer en van daaruit direct 
terug in de ondergrondse injectiewater opslagbak gestroomd. De zijtak van de leiding is vervolgens 
verwijderd en afgesloten met een daarvoor bestemde dop. 
 
Na deze actie is er een succesvolle druktest uitgevoerd. Hierna is de waterinjectie weer opgestart. 
 
Op 2 december 2022 is de gehele injectieleiding tussen de injectiepomp en de injectieput vervangen 
door een nieuwe leiding van hoogwaardig staal, duplex. Deze nieuwe duplex injectieleiding beperkt het 
risico op lekkages veroorzaakt door corrosie tot een minimum. 
 



Jaarrapportage 2022 NSL-01 Waterinjectie Versie 1 27 maart 2023 

10 
 

Herkomst injectiewater 
 
Er is productiewater van de volgende productielocaties geïnjecteerd in NSL-01 in 2022: 
 

• Harlingen gasbehandelingsstation 

• Waalwijk gasbehandelingsstation 

• Productielocatie Brakel 

• ProductielocatieTID-100 

• Productielocatie Noordwolde / Weststellingwerf 

• Productielocatie Nijega 1/6/8 

• Productielocatie Blesdijke 

• Productielocatie Vinkega 

• Productielocatie De Blesse 
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Vloeistof analyses 
 
Bijgevoegd zijn de kwartaal analyses van het injectiewater. 
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VERMILION ENERGY NETHERLANDS 

B.V. 

Postbus 71 

8861 AB Harlingen 

 

 

 

 

ANALYTICAL REPORT SR-6136770.01.A01  P.1/4 

 

grade PROCESWATER 

sample 001 Sample received from client 

 Sample packed in glass, quantity approx. 2*2 L 

 Sample marked as Field: Nyensleek / Origin: Gorredijkveld 

 Sampel date 13-01-2022 08:00h 

date sampling 27.01.2022 

    

  
Q Density at 20°C, g/cm3 1.1044 

 
(ASTM D 4052) 

    

  
pH at 20°C 5.87 

 
(ASTM E 70) 

    

  
Flash point, Pensky Martens closed cup, oC >80 

 
(ASTM D 93 procedure A, modified) 

    

  
Chloride as Cl-, mg/L 95700 

 
(SGS SPI 158) 

    

  
Ionchromatographic analysis 

 
(SGS SPI 164) 

    

  
- Sulphate as SO4

2-, mg/kg 200 
    

  
Total Suspended Solids (>5um), mg/kg 34 

 
(NEN 872) 
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Metals 

 

 

 
(NEN6961/NEN 6966/C1) 

 

 

 

  

 

 
- Arsene, µg/l  <10 

 

 
- Cadmium, µg/l  1.5 

 

 
- Chrome, µg/l 9.7 

 

 
- Copper, µg/l 19  

 
- Iron, µg/l 59000  

 
- Lead, µg/l 70 

 

 
- Nickel, µg/l  32 

 

 
- Zinc, µg/l  2600 

 

 

  

 

 
Mercury, µg/L 0.18 

 

 
(NEN EN 1483) 

 

 

 

  

 

 
Bicarbonate as HCO3, mg/L 69 

 

 
(WAC/III/A/006) 

 

 

 

  

 

 
Carbonate as CO3, mg/L <2.5 

 

 
(WAC/III/A/006) 

 

 

 

  

 

 
PAH, µg/L <3.2 

 

 
(SGS 12-01) 

 

 

 

  

 

 
Volatile components 

 

 

 
(ISO 15680) 

 

 

 

  

 

 
- Benzene, µg/l  3000 

 

 
- Ethylbenzene, µg/l  <20 

 

 
- Toluene, µg/l 330 

 

 
- m,p Xylene, µg/l  36 

 

 
- o-Xylene, µg/l 32 

 

 
- sum of Xylenes, µg/l  68 

 

 
- sum of BTEX, µg/l  <3500 

 

 
- Naphthalenes, µg/l  <5 

 

 

  

 

 
Hardness, mgCaCO3/L 27800 

 

 
(calculated from Ca/Mg) 
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Minerals Oil 

 

 

 
(NEN-EN-ISO 9377-2) 

 

 

 

  

 

 
- Fraction C10-C12, µg/l  1300 

 

 
- Fraction C12-C22, µg/l  2100 

 

 
- Fraction C22-C30, µg/l 110 

 

 
- Fraction C30-C40, µg/l  130 

 

 
-Total C10-C40, µg/l 3600 

 

 

  

 

 
Sum of Arsene, + Mercury + Benzene, µg/L 3000 

 

 
(Calculated) 

 

 

    

 
Total Sulfide as S, mg/L <0.1 

 

 
(WAC/III/C/040) 

 

 

    

 
Gaschromatographic analysis 

 

 
(SGS 2005-18) 

 

 

  

 

 
- 1.2 Propyleenglycol, mg/l <15  

 
- 1.3 Propyleenglycol, mg/l <25  

 
- Dietyleenglycol, mg/l 19  

 
- Monoethyleenglycol, mg/l 270  

 
- Triethyleenglycol, mg/l 63  
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***End of analytical results*** 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Spijkenisse, the 1st February 2022 

 SGS Nederland B.V. - Oil, Gas and Chemicals 

  
 D. Prager 

 Operations Manager - Laboratory Services 

 

The results shown in this test report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been 
performed using the latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply 
in the determination of the above results. Users of analytical results, when establishing conformance with commercial or regulatory 
requirements should note the full provisions of ASTM D3244, IP 367 and ISO 4259 in that context, the default confidence level of petroleum 
testing having been set at the 95% confidence level. Your attention is specifically drawn to Sections 7.3.6., 7.3.7 and 7.3.8 of ASTM D3244. 
SGS’ sole responsibility is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content or appearance of this 
document is unlawful and offenders may be prosecuted to the fullest extent of the law. Warning: The sample(s) to which the findings recorded 
herein (the “Findings”) relate was (were) drawn and / or provided by the Client or by a third party acting at the Client’s direction. The Findings 
constitute no warranty of the sample’s representativeness of any goods and strictly relate to the sample(s). The Company accepts no liability 
with regard to the origin or source from which the sample(s) is/are said to be extracted. 

 



iQ-Laboratory B.V. – Het Nieuwe Diep 34AA – 1781AD Den Helder 
request@iq-labonline.com 
0223-619316 

 

 

 

 

 

Sample Location   : Vermilion NSL 

 

Source of sample   : PW GTC NSL 

Sample taker   : H Brouwer 

Sample date   : 2-2-2022 12:30 

Acceptation date   : 3-2-2022 12:00 

Registration number: 202202Q00064 

Start date   : 3-2-2022 14:15 

Closed date   : 8-2-2022 11:19 

 

Results 

 

Analysis Result Unit Method  

Zuurstof   4.8 mg/L Inhouse method   
CO3  1326.6 mg/L Inhouse method   
HCO3  2697.42 mg/L Inhouse method   

 

 
 
*  : Sample out of spec 

**  : Sampling done within ISO-17025 scope 

#  : Sample analysis outsourced 

Q  : Analysis within the ISO 17025 scope 

Italic : Data provided by customer 

  

Remarks:  
 

 

Den Helder, 8-2-2022 

 

 

 
M. Lewakabessy  

Laboratory Manager 

   

Certificate of Analysis 

Vermillion Energy Netherlands B.V 
Zuidwalweg  2 
8861 NV  Harlingen  

 

 

Issuer warrants that it has exercised due diligence and care with respect to the information and professional judgments embodied in this report. This 

report reflects only the findings at the time and place of inspection and testing, issuer expressly disclaims any further indemnity of any kind.  

  

This report is not a guarantee or policy of insurance with respect to the goods or the contractual performance of any party. Any person recieving upon 

this report should be aware that issuer's activities are carried out under their general terms and conditions.  

  

Results reported herein are provided as is and are based solely upon samples as provided by client. This report may not be distributed or reproduced 

except in full. Client shall not at any time misrepresent the content of this report.   

  

iQ-laboratory B.V. assumes no responsibility, and client hereby waives all claims against iQ-Laboratory B.V.,  for interpretation of such results. Except as 

otherwise stated, iQ-Laboratory B.V. Terms and Conditions apply.  

mailto:request@iq-labonline.com
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VERMILION ENERGY NETHERLANDS 

B.V. 

Postbus 71 

8861 AB Harlingen 

 

 

 

 

ANALYTICAL REPORT SR-6169473.01.A01 corrected P.1/4 

 

grade PROCESWATER 

sample 001 Sample received from client 

 Sample packed in plastic, quantity approx. 4*0.5l 

 Sample marked as Field: NIJENSLEEK-01 30-06-2022 15:30H 

date received 06.07.2022 

 

  
Q Density at 20°C, g/cm3 1.0946 

(ASTM D 4052) 
   

 
pH at 20°C 4.40 

(ASTM E 70) 
   

 
Flash point, Pensky Martens closed cup, oC >80 

(ASTM D 93 procedure A, modified) 
   

 
Chloride as Cl-, mg/L 84300 

(SGS SPI 158) 
   

 
Ionchromatographic analysis 

(SGS SPI 164) 
   

 
- Sulphate as SO4

2-, mg/kg 170 
   

 
Total Suspended Solids (>5um), mg/kg 91 

(NEN 872) 

 

  

 
Metals 

 

 
(NEN6961/NEN 6966/C1) 

 

 

  

 
- Arsene, µg/l  <10 

 
- Cadmium, µg/l  <1 

 
- Chrome, µg/l 74 

 
- Copper, µg/l 35 

 
- Iron, µg/l 117000 
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- Lead, µg/l 3300 

 
- Nickel, µg/l  530 

 
- Zinc, µg/l  67000 

 
 -Strontium, µg/l  488000 

 

  

 
Mercury, µg/L 1.6 

 
(NEN EN 1483) 

 

 

  

 
Bicarbonate as HCO3, mg/L <3.0 

 
(WAC/III/A/006) 

 

 

  

 
Carbonate as CO3, mg/L <2.5 

 
(WAC/III/A/006) 

 

 

  

 
PAH, µg/L 20 

 
(SGS 12-01) 

 

 

  

 
Volatile components 

 

 
(ISO 15680) 

 

 

  

 
- Benzene, µg/l  5500 

 
- Ethylbenzene, µg/l  54 

 
- Toluene, µg/l 750 

 
- m,p Xylene, µg/l  160 

 
- o-Xylene, µg/l 120 

 
- sum of Xylenes, µg/l  280 

 
- sum of BTEX, µg/l  6600 

 
- Naphthalenes, µg/l  19 

 

  

 
Hardness, mgCaCO3/L 257000 

 
(calculated from Ca/Mg) 

 

 

  

 
Minerals Oil 

 

 
(NEN-EN-ISO 9377-2) 

 

 

  

 
- Fraction C10-C12, µg/l  4100 

 
- Fraction C12-C22, µg/l  7100 

 
- Fraction C22-C30, µg/l 190 

 
- Fraction C30-C40, µg/l  290 

 
-Total C10-C40, µg/l 12000 

 

  

 
Sum of Arsene, + Mercury + Benzene, µg/L 5500 

 
(Calculated) 

 

   

 
Total Sulfide as S, mg/L <0.1 

 
(WAC/III/C/040) 

 

   




 

ANALYTICAL REPORT SR-6169473.01.A01 corrected P. 3/4  

 

 
Gaschromatographic analysis 

 
(SGS 2005-18) 

 

  

 
- 1.2 Propyleenglycol, mg/l <2.5 

 
- 1.3 Propyleenglycol, mg/l <5 

 
- Dietyleenglycol, mg/l 16 

 
- Monoethyleenglycol, mg/l 650 

 
- Triethyleenglycol, mg/l <2.5 
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***End of analytical results*** 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Spijkenisse, the 18th July 2022 

 SGS Nederland B.V. - Oil, Gas and Chemicals 

  
 D. Prager 

 Operations Manager - Laboratory Services 

 

The results shown in this test report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been 
performed using the latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply 
in the determination of the above results. Users of analytical results, when establishing conformance with commercial or regulatory 
requirements should note the full provisions of ASTM D3244, IP 367 and ISO 4259 in that context, the default confidence level of petroleum 
testing having been set at the 95% confidence level. Your attention is specifically drawn to Sections 7.3.6., 7.3.7 and 7.3.8 of ASTM D3244. 
SGS’ sole responsibility is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content or appearance of this 
document is unlawful and offenders may be prosecuted to the fullest extent of the law. Warning: The sample(s) to which the findings recorded 
herein (the “Findings”) relate was (were) drawn and / or provided by the Client or by a third party acting at the Client’s direction. The Findings 
constitute no warranty of the sample’s representativeness of any goods and strictly relate to the sample(s). The Company accepts no liability 
with regard to the origin or source from which the sample(s) is/are said to be extracted. 

 



iQ-Laboratory B.V. – Het Nieuwe Diep 34AA – 1781AD Den Helder 
request@iq-labonline.com 
0223-619316 

 

 

 

 

 

Sample Location   : Vermillion Gorredijk 

 

Source of sample   : PW Nijensleek-01 Filters 

Sample taker   : Joey 

Sample date   : 30-6-2022 15:30 

Acceptation date   : 11-7-2022 14:00 

Registration number: 202207Q00184 

Start date   : 11-7-2022 14:11 

Closed date   : 11-7-2022 14:13 

 

Results 

 

Analysis Result Unit Method  

Zuurstof     <0.5 mg/L Inhouse method   
 

 
 
*  : Sample out of spec 

**  : Sampling done within ISO-17025 scope 

#  : Sample analysis outsourced 

Q  : Analysis within the ISO 17025 scope 

Italic : Data provided by customer 

  

Remarks:  
 

 

Den Helder, 11-7-2022 

 

 

 
M. Lewakabessy  

Laboratory Manager 

   

Certificate of Analysis 

Vermillion Energy Netherlands B.V 
Zuidwalweg  2 
8861 NV  Harlingen  

 

 

Issuer warrants that it has exercised due diligence and care with respect to the information and professional judgments embodied in this report. This 

report reflects only the findings at the time and place of inspection and testing, issuer expressly disclaims any further indemnity of any kind.  

  

This report is not a guarantee or policy of insurance with respect to the goods or the contractual performance of any party. Any person recieving upon 

this report should be aware that issuer's activities are carried out under their general terms and conditions.  

  

Results reported herein are provided as is and are based solely upon samples as provided by client. This report may not be distributed or reproduced 

except in full. Client shall not at any time misrepresent the content of this report.   

  

iQ-laboratory B.V. assumes no responsibility, and client hereby waives all claims against iQ-Laboratory B.V.,  for interpretation of such results. Except as 

otherwise stated, iQ-Laboratory B.V. Terms and Conditions apply.  

mailto:request@iq-labonline.com
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VERMILION ENERGY NETHERLANDS 

B.V. 

Postbus 71 

8861 AB Harlingen 

 

 

 

 

ANALYTICAL REPORT SR-6183557.01.A04  P.1/3 

 

grade WATER 

sample 002 Sample received from client 

 Sample packed in plastic, quantity approx. 2L 

 Sample marked as Field: NSL-01  13-09-2022 

date received 19.09.2022 

 

  002    

 
Q Density at 20°C, g/cm3 1.0364 

(ASTM D 4052) 
   

 
pH at 20°C 4.77 

(ASTM E 70) 
   

 
Flash point, Pensky Martens closed cup, oC >80 

(ASTM D 93 procedure A, modified) 
   

 
Chloride as Cl-, mg/L 32100 

(SGS SPI 158) 
   

 
Ionchromatographic analysis 

(SGS SPI 164) 
   

 
- Sulphate as SO4

2-, mg/kg 90 
   

 
Total Suspended Solids (>5um), mg/kg 94 

(NEN 872) 

 

  

 
Metals 

 

 
(NEN6961/NEN 6966/C1) 

 

 

  

 
- Arsene, µg/l  14 

 
- Cadmium, µg/l  5.4 

 
- Chrome, µg/l 110 
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- Copper, µg/l 24 

 
- Iron, µg/l 100000 

 
- Lead, µg/l 220 

 
- Nickel, µg/l  160 

 
- Zinc, µg/l  4700 

 
 -Strontium, µg/l  100000 

 

  

 
Mercury, µg/L 8.40 

 
(NEN EN 1483) 

 

 

  

 
Bicarbonate as HCO3, mg/L 28 

 
(WAC/III/A/006) 

 

 

  

 
Carbonate as CO3, mg/L <2.5 

 
(WAC/III/A/006) 

 

 

  

 
PAH, µg/L <190 

 
(SGS 12-01) 

 

 

  

 
Volatile components 

 

 
(ISO 15680) 

 

 

  

 
- Benzene, µg/l  18000 

 
- Ethylbenzene, µg/l  380 

 
- Toluene, µg/l 5000 

 
- m,p Xylene, µg/l  1800 

 
- o-Xylene, µg/l 1300 

 
- sum of Xylenes, µg/l  3100 

 
- sum of BTEX, µg/l  26000 

 
- Naphthalenes, µg/l  170 

 

  

 
Hardness, mgCaCO3/L 8376 

 
(calculated from Ca/Mg) 

 

 

  

 
Minerals Oil 

 

 
(NEN-EN-ISO 9377-2) 

 

 

  

 
- Fraction C10-C12, µg/l  46000 

 
- Fraction C12-C22, µg/l  110000 

 
- Fraction C22-C30, µg/l <5000 

 
- Fraction C30-C40, µg/l  <5000 

 
-Total C10-C40, µg/l 160000 

 

  

 
Sum of Arsene, + Mercury + Benzene, µg/L 18022 

 
(Calculated) 
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Total Sulfide as S, mg/L <0.05 

 
(WAC/III/C/040) 

 

   

 
Gaschromatographic analysis 

 
(SGS 2005-18) 

 

  

 
- 1.2 Propyleenglycol, mg/l <15 

 
- 1.3 Propyleenglycol, mg/l <25 

 
- Dietyleenglycol, mg/l 200 

 
- Monoethyleenglycol, mg/l 750 

 
- Triethyleenglycol, mg/l <15 

 

 

 

***End of analytical results*** 

 

 

 

 

 

 

 

 

 

 

 Spijkenisse, the 4th October 2022 

 SGS Nederland B.V. - Oil, Gas and Chemicals 

  
 D. Prager 

 Operations Manager - Laboratory Services 

 

The results shown in this test report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been 
performed using the latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply 
in the determination of the above results. Users of analytical results, when establishing conformance with commercial or regulatory 
requirements should note the full provisions of ASTM D3244, IP 367 and ISO 4259 in that context, the default confidence level of petroleum 
testing having been set at the 95% confidence level. Your attention is specifically drawn to Sections 7.3.6., 7.3.7 and 7.3.8 of ASTM D3244. 
SGS’ sole responsibility is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content or appearance of this 
document is unlawful and offenders may be prosecuted to the fullest extent of the law. Warning: The sample(s) to which the findings recorded 
herein (the “Findings”) relate was (were) drawn and / or provided by the Client or by a third party acting at the Client’s direction. The Findings 
constitute no warranty of the sample’s representativeness of any goods and strictly relate to the sample(s). The Company accepts no liability 
with regard to the origin or source from which the sample(s) is/are said to be extracted. 
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Unless otherwise agreed, all orders and documents are executed and issued in accordance with our General Conditions. Upon simple request the conditions will again be sent to you. 

Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. 
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ANALYTICAL REPORT SR-6183557.01.A02  P.1/1 

 

grade WATER 

sample 004 Sample received from client 

 Sample packed in plastic, quantity approx. 0.25L 

 Sample marked as Field: NSL-01 13-09-2022 

date received 15.09.2022 

 

  004 

 Oxygen Content, ppb 

Conf. ASTM D 5543A 

>100 

 

 

 

Note: sample container contains a head space 

 

***End of analytical results*** 

 

 

 

 

 

 

 Spijkenisse, the 29th September 2022 

 SGS Nederland B.V. - Oil, Gas and Chemicals 

  
 D. Prager 

 Operations Manager - Laboratory Services 

 

The results shown in this test report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been 
performed using the latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply 
in the determination of the above results. Users of analytical results, when establishing conformance with commercial or regulatory 
requirements should note the full provisions of ASTM D3244, IP 367 and ISO 4259 in that context, the default confidence level of petroleum 
testing having been set at the 95% confidence level. Your attention is specifically drawn to Sections 7.3.6., 7.3.7 and 7.3.8 of ASTM D3244. 
SGS’ sole responsibility is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content or appearance of this 
document is unlawful and offenders may be prosecuted to the fullest extent of the law. Warning: The sample(s) to which the findings recorded 
herein (the “Findings”) relate was (were) drawn and / or provided by the Client or by a third party acting at the Client’s direction. The Findings 
constitute no warranty of the sample’s representativeness of any goods and strictly relate to the sample(s). The Company accepts no liability 
with regard to the origin or source from which the sample(s) is/are said to be extracted. 
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grade Proceswater 

sample 001 Sample received from client 

 Sample packed in plastic, quantity approx. 2.5L 

 Sample marked as  NSL-01 17-11-2022 18:00h 

date received 05.12.2022 

 

  Norm 001 

 Density at 20°C, g/cm3 

(ASTM D 4052) 

 1.1256 

    

 pH  

(ASTM E 70)  

 4.67 

    

 pH: Temperature of test solution, °C 

(ASTM E 70)  

 20 

    

 Flash point, Pensky Martens closed cup, oC 

(ASTM D 93 procedure A) 

 >95.0 

    

 Chloride as Cl-, mg/L 

(SGS SPI 1022)  

 114000 

    

 Ionchromatographic analysis 

(SGS SPI 164) 

    

 - Sulphate as SO4
2-, mg/kg  150 

    

 Total sulphide as S, mg/L 

(WAC/III/A/040) 

 <0.1 

    

 Total suspended solids (> 5 µm), mg/kg 

(NEN 872) 

 40 

    

 Metals 

(NEN 6961 / NEN 6966/C1) 

    

 - Arsenic as As, µg/L  <10 

    

 - Cadmium as Cd, µg/L  120 
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  Norm 001 

    

 - Chromium as Cr, µg/L  <10 

    

 - Copper, µg/L  <10 

    

 - Iron, µg/L  115000 

    

 - Lead as Pb, µg/L  5300 

    

 - Nickel as Ni, µg/L  65 

    

 - Strontium as Sr, µg/L  435 

    

 - Zinc as Zn, µg/L  45 

    

 Bicarbonate as CO3
-, mg/L 

(WAC/III/A/006) 

 <2.5 

    

 Carbonate as CO3
2-, mg/L 

(WAC/III/A/006) 

 <2.5 

    

 Mercury as Hg, µg/L 

(NEN-EN 1483 / external SGS Lab) 

 <0.10 

    

 PAH, µg/L 

(SGS 12-01) 

 <6.1 

    

 Gaschromatographic analysis 

(NEN EN ISO 15680) 

    

 - Benzene, μg/L  3100 

    

 - Ethylbenzene, μg/L  <20 

    

 - Toluene, μg/L  330 

    

 - m + p- Xylene, μg/L  45 

    

 - o-Xylene, μg/L  41 

    

 - Sum of xylenes, μg/L  86 

    

 - Sum of BTEX, μg/L  <3600 

    

 - Naphthalenes, μg/L  5.7 

    

 Gaschromatographic analysis 

(NEN EN ISO 9377) 

    

 - Fraction C10 – C12, µg/L  5200 

    

 - Fraction C12 – C22, µg/L  18000 
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  Norm 001 

 - Fraction C22 – C30, µg/L  300 

    

 - Fraction C30 – C40, µg/L  75 

    

 - Total C10 – C40, µg/L 

 

 23000 

    

 Gaschromatographic analysis 

(SGS 2005-18) 

    

 - 1,2-Propyleneglycol, mg/L  <15 

    

 - 1,3-Propyleneglycol, mg/L  <25 

    

 - Diethyleneglycol, mg/L  20 

    

 - Monoethyleneglycol, mg/L  300 

    

 - Triethyleneglycol, mg/L  <15 

    

 Total hardness, mg CaCO3/L 

(Calculation) 

 46130 

    

 Sum of Arsene + Mercury + Benzene, µg/L 

(Calculation) 

 3100 

    

 Oxygen in water, µg/L  

(ASTM D 5543A 

 >100 

 

 

***End of analytical results*** 

 Spijkenisse, the 14th December 2022 

 SGS Nederland B.V. - Oil, Gas and Chemicals 

  
 M. Audier 

 Business Unit Manager, Laboratories Rotterdam 

 

The results shown in this test report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been 
performed using the latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply 
in the determination of the above results. Users of analytical results, when establishing conformance with commercial or regulatory 
requirements should note the full provisions of ASTM D3244, IP 367 and ISO 4259 in that context, the default confidence level of petroleum 
testing having been set at the 95% confidence level. Your attention is specifically drawn to Sections 7.3.6., 7.3.7 and 7.3.8 of ASTM D3244. 
SGS’ sole responsibility is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content or appearance of this 
document is unlawful and offenders may be prosecuted to the fullest extent of the law. Warning: The sample(s) to which the findings recorded 
herein (the “Findings”) relate was (were) drawn and / or provided by the Client or by a third party acting at the Client’s direction. The Findings 
constitute no warranty of the sample’s representativeness of any goods and strictly relate to the sample(s). The Company accepts no liability 
with regard to the origin or source from which the sample(s) is/are said to be extracted. 

 


